1 Gal Standard Strength

NOTE: This chart is for quick reference of XT control panel settings. If in-between settings, it is recommended to round

Smart Pond Dosing System XT
Control Panel Setting Chart

up or down to the nearest setting. Durations (Days) are estimations and can vary depending on a variety of factors.
DO NOT OVERDOSE. Be sure to properly calculate your water feature volume before setting the control panel.

Water Feature

Setting

Size

Days

Water Feature

1 500 664
2 1,000 332
3 1,500 222
4 2,000 166
5 2,500 133
6 3,000 112
7 3,500 96
8 4,000 84
S 4,500 73
10 5,000 63
11 5,500 o7
12 6,000 54
13 6,500 50
14 7,000 46
15 7,500 43
16 8,000 41

17 8,500 38
18 9,000 36
1) 9,500 34
20 10,000 33
21 10,500 31

22 11,000 30
23 11,500 28
24 12,000 28
25 12,500 26

Setting Size Days
26 13,000 26
27 13,500 25
28 14,000 23
29 14,500 23
30 15,000 22
31 15,500 21
32 16,000 21
33 16,500 19
34 17,000 19
35 17,500 18
36 18,000 18
37 18,500 17
38 19,000 17
39 19,500 17
40 20,000 16
41 20,500 15
42 21,000 14
43 21,500 12
44 22,000 11
45 22,500 11
46 23,000 9
47 23,500 8
48 24,000 7
49 24,500 6
50 25,000 6




